
74 02  실내 및 작업 환경 측정기 7502  실내 및 작업 환경 측정기

Features특징

용도 Applications

A C C E S S O R I E S   F o r   H C H O

C O N F I G U R A T I O N S

Model : APEX

S P E C I F I C A T I O N S

Flow Range

Flow Control Accuracy

Flow performance (Flow, max vacuum pressure)

Battery voltage and capacity

Inlet pulsation ratio

Displayed values

Pump MTBF

Operating temperature

Storage temperature

Charging technique

Typical charge time

External PSU (for drop-in charger)

Recorded values

Dimensions

Weight

0.8 ∼ 5 ℓ/minℓ

(5 to 750 ㎖/min with Low Flow Adaptor) 

<±5% for selected flow

±3% for calibrated point 

1.0 ℓ/min @ 80cm H2O

2.0 ℓ/min @ 80cm H2O

3.5 ℓ/min @ 32cm H2O

4.0 ℓ/min @ 18cm H2O

5.0 ℓ/min open flow 

4.8 V NiMH / 2.7 Ah 

<10% using Dewell Higgins Cyclone @ 2 ℓ/min

approx 7.5cm H2O. Satisfies EN1232, NIOSH 0600 

Real flow rate, volume sampled, elapsed sample time, temperature, operating 

mode, program details 

typically > 2500 hrs 

5  to 45

-10  to +50  

Drop-in intelligent fast charger.

dT/dt fast-charge termination with safety time out.

Standby trickle charge mode keeps pump ready for use. 

3 hours for full charge 

Output 12 V DC, 0.8 A, universal input voltage 

Start & stop times, flow rate, average sample

temperature, volume sampled. 

145×85×46 mm  

500g

℃ ℃

℃ ℃

APEX Sampler

Battery charger 

Low Flow Adapter 

LPDNPH Cartridge (50/pk)

LPDNPH Cartridge Adapter (10/pk)

LPDNPH Ozone Scrubbers (10/pk)

Mail luer fitting to 1/8" hose barb (20/pk)

1 ea

1 ea

1 ea

1 pk

1 pk

1 pk

1 pk

포름알데하이드 채취기 대기  |  실내  |  작업환경

+

+

+

+

+

+

+

+

5 ㎖/min ~ 5 ℓ/min 사이에서의 유량 조절 가능

실시간 유량, 총공기 채취량, 가동시간 및 온도 표시 기능

디지털 유량 조절 회로로 장기간 안정적으로 사용 가능

인체 공학적 설계로 휴대와 부착이 용이

정보 및 모드를 선명하게 나타내는 LCD display

빠르고 간편한 충전을 위한 거치식 급속 충전기

자연 친화적인 니켈 금속 수소화물 재질의 밧데리 팩

가스 포집을 위한 Gas bag outlet 부착 가능

+

+

실내 및 작업 환경 측정시 VOCs 및 HCHO 시료 채취

작업자가 휴대하여 용제 가스, 석면, 가스상 물질 및 

분진 시료 채취 

HCHO Sampler 환경부 형식승인 IASM-2008-13호

O P T I O N A L   A C C E S S O R I E S   

Bios Defender Flow Meter 1 set
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