@ELECTRIC WIRE+CORD TESTING MACHINE /=== ==

S NET-ETT  MAGNET WIRE ABRASION TESTER (RECIPROCATING TYPE) |

NEMA-C9.5.JASO

This tester is used for measuring the abrsion strength of enamled
wire.

| SPECIFICATIONS |

Hangings 1 or 6hangings (2kinds)
Abrading stroke 10mm
Abrading speed 60times/min

ANIHOVIN ONILS3L @d0J-3HIM J1H10313

Test load Initial 2N~Max. 10N

Abrading blade Diameter ¢0.4mm (NEMA) or ¢0.25mm (JASO)
Counter 6digits preset counter

Specimen 0-120-240° (NEMA) or 0-90-180-270° (JASO)
rotating angle

Option Safety cover

Power source  AC220V 1-phase 3A 50/60Hz
Dimensions* (1hanging) W430xD320xH375mm-25kg
Weight (Approx.)  (ghangigns) W670xD650xH350mm-100kg

SCRAPE TESTER (ONE DIRECTION TYPE) ‘

JIS-C3003,IEC-60172,.60851.NEMA-C9.5

This tester is used for measuring the abrsion strength of enamled
wire.

 SPECIFICATIONS |

Abrading stroke 100mm
Abrading speed 400%40mm/min

Test load Initial 100gf~Max. 3.2kgf
Scraping piano wire Diameter $0.2310.01mm
Specimen 0-120-240°

rotaing angle

Option Safety cover

Power source  AC220V 1-phase 3A 50/60Hz
Dimensions* W500xD200xH350mm - 45kg
Weight (Approx.)




